NAME:  
Review of Chapter 22

Answer all the “even” numbered questions and include in parentheses () the page(s) in which your answer was found. Both answer and reference are required for a correct answer! Odd numbered questions are optional, but will not be recorded.


1. What is the difference between narrow SCSI and wide SCSI?

2. Name at least three advantages of using SCSI over IDE.

3. Can you mix single-ended and differential devices on a SCSI subsystem? Why or why not?

4. What is SCAM, and how does it make device installation easier?

5. To what SCSI ID number should the host adapter be set for narrow SCSI?

6. How many devices can wide SCSI support, not including the host adapter? 

7. What are the two most common standards for SCSI device drivers?

8. With what type of device would you use a 25-pin connector? A 50-pin? A 68-pin? An 80-pin?

9. What are the two basic types of cabling for SCSI? How are they similar and how are they different?

10. Why was the 25-pin SCSI connector developed? What is the problem with its use?

11. If you have any wide SCSI devices on your system, the cable from the host adapter must have a(n) ___-pin connector.

12. What types of termination are used for single-ended cables? for differential?

13. How does active termination improve upon passive termination?

14. Why is it more expensive to add peripheral devices to a SCSI subsystem than with IDE?

15. How do you set SCSI device IDs if your host adapter is not SCAM-compliant?

16. What might happen if a SCSI bus is not properly terminated?

17. What problems might you experience with low-quality SCSI cabling?

18. If you have an IDE hard drive and a SCSI hard drive on the same system, from which drive will your system attempt to boot first?

19. How is the LUN related to the SCSI ID?

20. How is a SCSI hard drive similar to an IDE hard drive? How is it different?

